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steal pipe, 

* FMl^s si** &e cast iron, 175 fcs. dass threaded 
iping paralte to and withsn tS'-O" of exterior waits shaf! bB 
lfc3iii „ SWVJ r fiberglass mssilation. 
p r -.uino and fittings shall be insulated where required by th > contract drawings 
wish one tnch (t w ) thick heavy density fiberglass pipe c -veriftg with factory 
applied all service jackei (ASJ). self-sealing lap and butt strips bonded with 
aluminum straps {2" on centers), and ptemoided fiberglass for fittings, 
insulation shai be similar in ail respects to that manufactured by Owens- 
Ccrning Fiberglass 
■6«Piping sr^ii be instalted to drain back to Bow control valve. 

a) Loop main snan ob euuvc swwn v^w™ w ■>«»«■ 

b) B<anch lines snail run through bridging trusses. 

7.F!ushing: Before final connections and sprir.kler heads art installed, ail piping 
... z . .» t^u. Ani rnAAaft Ant ami ws&hs&ri nut at least twice in a 

manner as directed by the Engineer to remove all accumulation of din, chips or 
other deleterious material. Make all temporary connections and furnish all 
appliances required for the purpose of cleaning at no extra expense to the 

Authority. . 
8 Pipe passing through walls shall have a trim opening cut no greater than 

necessary for the installation of a sleeve secured therein. Sleeves shall be made 
of Schedule 40 galvanized steel pipe for floor stabs and 20 gauge sheet metal 
for framed parttfions.Sleeves shall be 1/2* in diameter larger the outside 
diameter of the pipe or required insulation passing throw. i. and of sufficient 
length to be flush with the finished wall surface. Annular .paces between pipi 
and sleeves or core drilled floor openings shall be packed with thermatiber and 
sealed to retain the fire integrity of the walls and floors with a nor. hardening 
compound similar and equal to Uniseal or Ouxseai as manufactured by Johns 
Manviile Co. 

o Hangers- Install suitable clevis type hangers supported from the existing 

building steel framing. Drilling/anchoring systems wflf be permmed. Drilling 
only when approved by the Engineer. Use Hilti HDU anchors. 
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Pipe Size 
1 " 

i.t/4" to 2" 


Max. Hanger Spacing 
8'-0" O.C. 
lO'-O" O.C, 


Min. Rod Size 
3/8" 
3/8" 
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1 0.AH piping shall be Installed above the bottom chord of the trusses. 

11 Test* Entire installation shall be tested hydrostaticaliy and remain tight with no 
toss of pressure for a period of no less than two (2) hours against a pressure of 
200 psig. Remaining portion cf the floor system shall be isolated from the 
testing procedure. , . 

1 2.Code: EnSire installation shall comply with ail provisions oF the NYC Building 

Cods. . , 

13.0isturbance of structural lireproofing shall be kept in a minimum and 
precaution shall be observed for work above the ceiling. 

U.Contractor shall submit detailed shop drawings to the Engineer for approval. No 

work shall commence until approval is obtained. 
IS.Provide identification bands on all new pre-action sprinkler piptng. 
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